Tandy Model 4 Series Revision Date: October 18, 1991 


Tandy Model 4 Series Page # of 1 


Shop # Customer Name : Catalog # 

Tech's initials : Date : Serial # 

Done N/A Bulletin Description Part # / Description 
[_] [_] 4:1 Modifications for FDC logic board (2) 470 ohm 1/4W res. 

[_] [_]**4:3 More FDC modifications 

[_] [_] 4:5 Problems using spooler with 128K memory MXP -0159 PAL or HAL 

[_] [_]**4:7 FDC mod. to correct write problem 

[_] [_]**4:9 Bring TCE monitor PCB to FCC specifications 

[-] [_] 4:11 Video problems with 68045 VDG chip 150pF 50 volt cap. 

[_] [_]**4:15 Power supply going into limiting mode (2) 1K ohm 1/4W res. 


(2) 68 ohm 1/4W res. 
(2) 510 ohm 1/4W res. 


[_] [_] 4:19 Video brightness with Gate Array boards 
[_] [_] 4:22 Problem with video RAM timing 
[_] [_]**4:25 Problems caused by wiring harness AXX-7098 cat# 26-1080 
[_] [_] 4:26 Eliminate noise on +12 Vdc line WG -0184 cat# 26-1069A 
CA-2261 toroid coil 
[-] [_] 4:27 Increase video stability C-0017 neg co-eff cap. 
[_] [_] 4:30 Eliminate errors caused by stepper motor MX-4228 7416N IC 
[_] [_] 4:32 Mod to allow use of VTI gate array IC 1K ohm 1/4W res. 
(2) 82 ohm 1/4W res. 


4:33 Spurious characters from the keyboard NY-0281 resistor package 
4:35 Eliminate shakey video with VTI chip 
4:36 Insure use of reliable RAM 


Tandy Model 4P Series 


Done N/A Bulletin Description Part # / Description 

[_] [_]**4P:4 Power supply going into current limiting AXX-7098 Power Supply Fix Kit 
[-] [_] 4P:5 Glitch in certain delay lines 

[_] [_] 4P:9 Lockup or reboot in 4MHz mode N-0247EEC 4.7K ohm res. 

[_] [_]**4P:10 PCB layout error on Rev. A board 

[_] [_]**4P:13 Correct AC harness problems AXX- 7098 AC harness 

[_] [_]**4P:15 Lockup or reboot in 4MHz mode N-0247EEC 4.7K ohm res. 


NOTE: ** Indicates Mandatory Technical Bulletin 


